New Feature ! Galaxy Dimension Manual Flash Process
Introduction
This section details the procedure to update a Galaxy Dimension panel using the Flash Programmer

software v3 available for download here https://www.security.honeywell.com/uk/resources/technical-
support/software-upgrades/galaxy-software-download-centre

Interface Cable
The RS232 Lead interface cable is required to connect to the Galaxy Dimension panel (part number A234)
Verify panel type

On the Galaxy Dimension, check menu 23 for the Panel Type. Press the * key to check the F-number and
region for the panel.

F136 = Galaxy Dimension 48
F137 = Galaxy Dimension 96
F138 = Galaxy Dimension 264/520

Eg: F136-E1-700 means the panel type is a GD48, Region E1 and Application v7.00

Updating Application Software

1. Please note that upgrading the panel application software will delete all panel programming. It is advised

that all programming should be noted prior to this or that the programming is copied using downloading

software.

Power down the panel to be upgraded

Connect the cable to PL5 (internal R$232)

Start the Flash Programmer software by selecting it from the start menu

On the Flash Programmer, select the Input file by browsing for the new application software to be loaded

onto the panel and click OK. Use the drop-down box to select the appropriate file extension. The file

extension should be .a79 Note: Upgrading the Galaxy Dimension panel with the incorrect application might

result in the panel becoming unusable. Please make sure the correct application is selected.

6. Select the com port being used by the cable

7. Click Program to commence programming

8. Repower the panel

9. The Progress bar and Status bar will indicate progress.

10. If an error message is displayed, check the settings, repower the panel then try again.

11. Once the software has programmed correctly, power the panel down.

12. Re-apply power to the panel.

13. On an alarm panel, main PCBs, after the software has been upgraded, a panel default must be performed to
fully update the panel. See the installation manual of the panel for further information.
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